Digital network Interface Parameters (spandti.prm by default)





ID	Parameter Name	Default Setting


0005	Receive Wink Definition	T-1: Detect wink with positive polarity on A bit: 		Detect wink with negative polarity on A bit


0006	Transmit National and International Bits	E-1 only: All national and international bits set to 1


0007	Transmit Extra Bits	E-1 only: All extra bits set to 1


0008	Initial Signaling Insertion Pattern	T-1: A and B bits = 0: A, B, and D bits = 1, C bit = 		0 (blocking)


0009	Signaling Mode	Insertion mode


000A	Idle Mode	Do not transmit idle


000B	Transmit Idle Pattern	T-1: 7Fh: 54h


000C	Transmit Wink Definition	T-1: A bit toggles OFF to ON to OFF, B bit stays 		OFF: A bit toggles ON to OFF to ON, B and C bits 		stay OFF, D bit stays ON


000D	Transmit Pulse Digit Make/Break State Definition	T-1: A bit pulses ON to OFF to ON, B bit stays OFF		1: A bit pulses OFF to ON to OFF, B and C bits stay 		OFF, D bit stays ON


000E	Number of Pulses Per Digit	0 represented by 10 pulses


000F	CRC Enable Switch	E-1 only: Turn CRC off


0011	Receive Pulse Digit Definition	T-1: Detect digit with negative polarity on A bit: 		Detect digit with positive polarity on A bit


0012	Line Length	0 to 110 feet


0013	CCTS16 (Clear Channel Time Slot 16)	E-1 only: E-1 signaling on time slot 16 (CCTS16 not 		enabled)


0020	Zero Code Suppression Mode	No zero code suppression


